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Choose value. Choose performance. 

Choose John Deere.

At frst glance, different brands of rotary cutters can look a  

lot alike. That’s not surprising — a rotary cutter is a simple 

machine — driveshaft, gearbox, spinning blades. But the 

stresses rotary cutters take as they work across a feld are 

anything but simple. Twisting, vibration, and impact stresses 

attack the frame, the hitch, the drives, the wheels, and  

the gearbox. 

All these stresses are why you should buy a rotary cutter based  

on design, rather than price. Various brands of rotary cutters 

may look similar, but you’ll fnd the performance and reliability 

are dramatically different. 

Your John Deere dealer has 14 different rotary cutter models 

available. One is right for your tractor, your mowing 

challenges, and your budget.

Rotary Cutters Intro
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STANDARD-DUTY CUTTERS
The Frontier™ RC Series — fast, reliable 

pasture mowing and farmstead trimming.  

Simple, strong, reliable — that describes the Frontier RC20 Rotary 

Cutters. There are four cutting widths — from 4 feet to 7 feet wide 

(1.2 m to 2.1 m). All feature a 3-point hitch design, a rugged gearbox 

with a 2-year limited warranty, and easy cutting-height adjustments. 

And all are ready to zip through tall grasses, tough weeds, and brush 

up to 1 inch in diameter. 

Here’s are the model choices 

RC2048 — cuts 48-inches (122 cm) wide, for tractors 18 to 45 PTO hp †.

RC2060 — cuts 60-inches (152 cm) wide, for tractors 20 to 65 PTO hp †.

RC2072 — cuts 72-inches (183 cm) wide, for tractors 25 to 65 PTO hp †.

RC2084 — cuts 84-inches (213 cm) wide, for tractors 45 to 90 PTO hp †.

Rotary Cutters Standard Duty

†Manufacturer’s estimate of power (ISO) per 97/68/ED.
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Rotary Cutters Standard Duty
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Rotary Cutters Standard Duty 

Top level features at a value price
The Frontier™ RC20 Series Rotary Cutters are ideal for small pastures, paddocks, food plots, and open acreage 

that needs trimming. These models stand out in their price category. Precision-cut steel and quality welding 

provide a tight ft of components. The rugged driveline and gearbox are designed for years of use. The powder-

coat paint provides a long-lasting, scratch-resistant fnish. And the deck has unobstructed edges so debris and 

water can fall off, helping keep the fnish looking good and rust free. 

You’ll also like the quality of cut. The blades have a tip speed designed to create a suction to lift up grass and 

weeds for a clean cut. That’s the value of the Frontier RC20 series of rotary cutters — a quality design, quality 

build, and a quality cut — all at a price that’s easy on your wallet. 

1  Owner’s Manual Tube

Waterproof tube keeps the owner’s manual handy and 

protected. In the owner’s manual you’ll fnd maintenance is fast 

and easy, with just a few lube points every 8 hours. 

2 Gearbox

Rugged gearbox is backed by a two-year limited warranty.  

(See dealer for details.) Large mounting plate spreads stresses.

3  Rounded Back 

Round-back design allows for close maneuvering around trees, 

fences, and other obstacles. 

4 Mowing height adjustment 

Changing cutting height is simple. Just change holes on the tail 

wheel support arm, then level the cutter with the tractor’s 

3-point hitch. Cut as low as 1.5 inches up to 9 inches. 

5 Rotary Cutter Apron

Lower edge of the rotary cutter apron has a “Z-profle” adding 

strength and rigidity to the cutter sides.  

6 Pan-type blade holder 

Pan-type blade holder protects the drive from stumps, rocks, 

and other obstructions. Heat-treated, steel blades create a 

powerful suction within the cutting chamber to draw up dense 

grass and weeds for a clean cut. 

RC2084
Cutting width: 7 ft. (1.8 m)

RC2072
Cutting width: 6 ft. (1.8 m)

RC2060
Cutting width: 5 ft. (1.5 m)



7

Rotary Cutters Standard Duty
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RC2048
Cutting width: 4 ft. (1.2 m)
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Rotary Cutters Standard Duty 

Choose the options right 
for your property.

Make rotary cutter hook up easier with the John Deere iMatch™ quick hitch system. The 

iMatch coupler stays on your tractor’s 3-point hitch. To hook up your rotary cutter, simply 

back up and lift. Move two levers and you are ready to attach the PTO. 

1.  All rotary cutters come standard with front and rear defectors to 

stop or defect objects hit by the spinning blades. Front and rear 

safety chains that defect fying debris, yet let uncut material move 

easily into the cutter, also come standard.

2.  Choose the optional front rubber defector, and rear steel defector 

to reduce dust when cutting in dry conditions. Plus, these solid 

defectors hold clippings within the cutting chamber creating a 

mulching effect. 

2

1
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Rotary Cutters Standard Duty 

3.  For an even easier hookup, get the John Deere AutoHitch™ 

system, compatible with the RC2048, RC2060, and RC2072. It 

allows you to hook up the 3-point hitch, and the PTO drive 

without leaving the tractor seat. Hookup takes seconds, and 

there’s no bending or lifting.

4.  Select either the standard solid rubber tire, or the optional 

laminate tire (shown). The laminate tire is longer lasting and 

provides more support in sandy or light soils. Dual tire option 

available on RC2084 only. 

RC2048 RC2060 RC2072 RC2084

Cutting width 4 ft. (1.2 m) 5 ft. (1.5 m) 6 ft. (1.8 m) 7 ft. (1.8 m)

Cutting height 1.5 to 9 in. (38 to 229 mm) 1.5 to 9 in. (38 to 229 mm) 1.5 to 9 in. (38 to 229 mm) 1.7 to 11 in. (43.18 to 279.4 mm)

Overall width 4 ft. 3 in. (1.3 m) 5 ft. 3 in. (1.6 m) 6 ft. 4 in. (1.9 m) 7 ft. 4 in. (2.2 m)

Overall length 7 ft. 3 in. (2.2 m) 8 ft. 2 in. (2.5 m) 9 ft. 3 in. (2.8 m) 10 ft. 4 in. (3.1 m)

Body depth: 7.5 in. (191 mm) 7.5 in. (191 mm) 7.5 in. (191 mm) 9.75 in. (248 mm)

Deck thickness  0.11 in. (3 mm) 0.11 in. (3 mm)  0.11 in. (3 mm)  0.11 in. (3 mm)

Skirt thickness  11 gauge (3 mm) 11 gauge (3 mm)  11 gauge (3 mm) 10 gauge (3.5 mm)

Driveline protection Choice of shear bolt or self-adjusting slip clutch

Gearcase power rating 45 hp (33.6 kW) 65 hp (48.5 kW) 65 hp (48.5 kW) 90 hp (48.5 kW)

Bladeholder Round pan

Blades Suction, 0.5x3 in. (13x76 mm) Suction, 0.5x3 in. (13x76 mm) Suction, 0.5x3 in. (13x76 mm) Suction, 0.5x4 in. (13x101.6 mm)

Blade-tip speed 540 rpm • 13,090 ft./min. (66.5 m/s) 540 rpm • 14,335 ft./min. (72.8 m/s) 540 rpm • 14,955 ft./min. (76 m/s)  540 rpm • 14,955 ft./min. (76 m/s)

Brush cutting capacity 1 in. (25 mm)

Hitch category Cat. 1 Cat. 1 conv. to Cat. 2 Cat. 1 conv. to Cat. 2 Cat. 2

Minimum tractor PTO power 18 hp (13.4 kW) 20 hp (14.9 kW) 25 hp (18.6 kW) 45 hp (33.5 kW)

Weight 511.9 lb. (232 kg) 583.4 lb. (264.6 kg) 709.6 lb. (321.9 kg) 1,100 lb. (499 kg)

Tires Solid rubber 15x3.75 in. (381x95.25 mm) • Laminated 15x3.75 in. (381x95.25 mm) Laminated 15x3.75 in. (381x95.25 mm)

(Specifications and design subject to change without notice.)

3

4
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MEDIUM-DUTY CUTTERS 

The MX Series — Double-Decker™ design delivers 
strength and lasting beauty  

Built with the John Deere’s patented Double-Decker design, the MX Rotary 

Cutters are ready for tough mowing. That’s because the Double-Decker design 

provides more strength and better material fow. There are fve models, all  

are ready to zip through tall grasses, tough weeds, and brush up to 2 inches  

(17.8 cm) in diameter. 

Here’s are the model choices 

MX5 — cuts 5 feet wide (1.5 m), for tractors 25 to 75 PTO hp∞.

MX6 — cuts 6 feet wide (1.8m), for tractors 30 to 75 PTO hp†.

MX7 — cuts 7 feet wide (2.1 m), for tractors 40 to 75 PTO hp∞†.

MX8 — multi-spindle, cuts 8 feet wide (2.4 m), for tractors 40 to 120 PTO hp†.

MX10 — multi-spindle, cuts 10 feet wide (3 m); for tractors 40 to 120 PTO hp†.

∞	The engine horsepower and torque information are provided by the engine manufacturer to be used for comparison purposes only. Actual 

operating horsepower and torque will be less. Refer to the manufacturer’s web site for additional information. 
† Manufacturer’s estimate of power (ISO) per 97/68/ED.
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Rotary Cutters Medium Duty 

Unique design keeps these cutters 
running better, longer. 
The MX Rotary Cutter models will ft perfectly into a wide variety of farms, properties, and 

landscape maintenance frms. These John Deere rotary cutters look different because they 

have the unique Double-Decker™ design — a design that adds strength, durability, and 

provides improved crop fow. 

The smooth, dome-shaped top deck sheds water and debris, while the fat bottom deck 

absorbs the punishment from rocks, stumps, fying objects. The bottom deck absorbs the 

abuse, so the top deck stays nice and smooth - no dents, no dings, no holes.

The internal supports, sandwiched between the top and bottom decks, add to the frame’s 

strength, and are key to the smooth and obstruction-free MaxFlow™ cutting chamber. Since 

the MaxFlow cutting chamber is free of obstructions, there’s better crop fow and better 

distribution of cut material. 

With stiffeners between the decks, the underside of 

the bottom deck is smooth which improves cutting 

performance and material fow. This is the MaxFlow 

cutting chamber. It lifts long-stemmed, dense grasses, 

and heavy residue for a clean cut and then distributes 

them evenly. 

Pan-type blade holder, or “stump jumper,” protects 

the gearbox output shaft  from stumps, rocks, and  

other obstructions. 
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Rotary Cutters Medium Duty 

1  Changing cutting height is simple. On 3-point and semi-mount models, just move the bolt on the 

tail wheel support arm to select a height of cut. On pull-type models, set cutting height 

hydraulically from the tractor seat. 

2  Curved top of the cutter sheds water and crop material. And since the lower deck absorbs dings 

from rocks and feld obstructions, the upper deck stays clean and smooth, preventing rust. 

3  Patented Double-Decker design improves strength and cutting performance. Separate decks form 

the upper and lower surfaces of the rotary cutter frame. Internal stiffeners are sandwiched between 

the two decks, providing superior strength and rigidity. 

4  John Deere gearboxes are backed by a fve-year limited warranty.* (See dealer for details.) Blades 

and drive components are protected by a slip clutch.

5  Front and rear safety chain shields are standard. They defect fying debris, yet let uncut material 

move easily into the cutter.

*Usage limitations may apply. See Warranty for new John Deere Agricultural Products at your local dealer for details.

3

1

2

4

5
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Consider hitch and tire options. 
(1) MX Cutters with the 3-point hitch offer better maneuverability 

to mow around obstacles and to back into corners. The MX8 and 

MX10 give you additional hitch options. (2) The pull-type hitch 

works great in felds with long rows and few obstacles. Plus, pull-

type models work with tractors with no 3-point, or limited hitch lift 

capacity. (3) Semi-mounted models attach to the tractor’s lower 

draft links. They work well with tractors with lower horsepower or 

limited lift capacity. (4) Semi-mount hydraulic-offset cutters are 

the right choice for orchards, groves, vineyards, or felds bordered 

with low hanging trees. The cutter can be offset up to 13 inches 

to the right or left. (5) All these MX Cutters are available with the 

durable laminate tire. The MX8 and MX10 pull-type can also be 

outftted with severe-duty ag tires for improved fotation in soft 

ground, and smoother long-distance travel.

Rotary Cutters Medium Duty 

The iMatch™ quick-hitch system will speed cutter hookup. 

Simply back up to the cutter and lift to connect the 3-point,  

or lower draft links.

3-point hitch attachment on lift-type models

1 2

Pull-type hitch

Semi-mount models attach Semi-mount hydraulic offset cutters

3 4

5
A. 15.5x3.75 in. laminated (hub)/yellow,  

MX5, MX6

B. 21x7x12 in. 16PR severe-duty ag (4-bolt)  

MX8, MX10, MX15 (pull-type)

C. 21x5.25 in. laminated (4-bolt) 

MX8, MX10 (pull-type)

D. 15.5x5 in. laminated (4-bolt) 

MX8, MX10 (all other)

E. 15.5x3.75 in. laminated (4-bolt) 

MX7A.                                           B.                                       C.                               D.                                E.  
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Rotary Cutters Medium Duty 

MX5 MX6 MX7 MX8 MX10
Cutting width 5 ft. (1.5 m) 6 ft. (1.8 m) 7 ft. (2.1 m) 8 ft. (2.5 m) 10 ft. 6 in. (3.2 m)

Cutting height 1 to 9 in. (25 to 229 mm) 1 to 9 in. (25 to 229 mm) 1 to 9 in. (25 to 229 mm) 1 to 12 in. (25 to 305 mm) 1 to 12 in. (25 to 305 mm)

Overall width 5 ft. 4 in. (1.6 m) 6 ft. 3 in. (1.9 m) Lift-type: 7 ft. 4 in. (2.2 m) 8 ft. 6 in. (2.6 mm) 10 ft. 9 in. (3.3 m)

Overall length Lift-type: 7 ft. 3 in. (2.2 m) Lift-type: 9 ft. 6 in. (2.9 m) 10 ft. 6 in.  (3.2 m) 
Lift-type: 9 ft. 3 in. (2.8 m); Pull-type. 13 ft. 3 in. (4.0 m); Semi-mount: 9 ft. 2 in. (2.8 m)

Semi-mount offset: 9 ft. 7 in. (2.9 m)

Transport width 5 ft. 4 in. (1.6 m) 6 ft. 3 in. (1.9 m) 7 ft. 4 in. (2.2 m) 8 ft. 6 in. (2.6 mm) 10 ft. 9 in. (3.3 m)

Body depth: 8.5 in. (216 mm) 8.5 in. (216 mm) 8.5 in. (216 mm) 8.5 in. (216 mm) 8.5 in. (216 mm)

Deck thickness

0.25 in. (6 mm)

Upper deck: 0.12 in. (3 mm)

Lower deck: 0.12 in. (3 mm)

0.28 in. (7 mm): Upper deck: 0.14 in. (3.5 mm); Lower deck:  0.14 in. (3.5 mm) 0.25 in. (6 mm); Upper deck: 0.12 in. (3 mm); Lower deck:  0.12 in. (3 mm)

Skirt thickness 0.24 in. (6 mm) 0.24 in. (6 mm) 0.24 in. (6 mm) 0.19 in. (5 mm) 0.19 in. (5 mm)

Driveline protection Tractor to center gearcase: Slip clutch Tractor to center gearcase: Slip clutch Tractor to center gearcase: Slip clutch
Tractor to center gearcase: Self-adjusting clutch

Center to outer gearcases: Shock-absorbing shafts

Tractor to center gearcase: Self-adjusting clutch

Center to outer gearcases: Shock-absorbing shafts

Number of gearcases 1 1 1 3 3

Gearcase power rating
540 rpm center (continuous): 75 hp (56 kW)

540 rpm center (peak): 90 hp (67 kW)

540 rpm center (continuous): 75 hp (56 kW)

540 rpm center (peak): 90 hp (67 kW)

540 rpm center (continuous): 75 hp (56 kW)

540 rpm center (peak): 100 hp (75 kW)

540 rpm center (continuous): 120 hp (89 kW)

540 rpm center (peak): 130 hp (97 kW) 

540 rpm outer (continuous): 75 hp (56 kW) 

540 rpm outer (peak): 100 hp (75 kW)

540 rpm center (continuous): 120 hp (89 kW)

540 rpm center (peak): 130 hp (97 kW) 

540 rpm outer (continuous): 75 hp (56 kW) 

540 rpm outer (peak): 100 hp (75 kW)

Bladeholder Round pan (stump jumper) Round pan (stump jumper) Round pan (stump jumper) Round pan (stump jumper) Round pan (stump jumper)

Blade Suction, 0.5x4 in. (12.7x102 mm) Suction, 0.5x4 in. (13x102 mm) Suction, 0.5x4 in. (12.7x102 mm) Suction, 0.5x4 in. (13x102 mm) Suction, 0.5x4 in. (13x102 mm)

Blade-tip speed 540 rpm: 14,121 ft./min. (71.7 m/s) 540 rpm: 17,416 ft./min. (88.5 m/s) 540 rpm: 17,542 ft./min. (89.1 m/s) 540 rpm: 14,955 ft./min. (76 m/s) 540 rpm: 16,644 ft./min (85 m/s)

Brush cutting capacity 2 in. (51 mm) 2 in. (51 mm) 2 in. (51 mm) 2 in. (51 mm) 2 in. (51 mm)

Hitch category Cat. 1 conv. to Cat. 2 Cat. 1 conv. to Cat. 2 Cat. 2 or 3N

Lift-type: Cat. 2, 3, or 3N

Pull-type: N/A 

Semi-mount: Cat. 2, 3, or 3N 

Semi-mount hydraulic offset: Cat. 2, 3, or 3N 

to right or left-hand side: 0 to 13 in. (0 to 330 mm)

Lift-type: Cat. 2, 3, or 3N

Pull-type: N/A 

Semi-mount: Cat. 2, 3, or 3N 

Semi-mount hydraulic offset: Cat. 2, 3, or 3N 

to right or left-hand side: 0 to 13 in. (0 to 330 mm)

Minimum tractor PTO power Lift-type: 25 hp (18.6 kW) Lift-type: 30 hp (22 kW) Lift-type: 40 hp (30 kW)
Lift-type: 50 hp (37 kW)

Pull-type, semi-mount, offset: 40 hp (30 kW)

Lift-type: 60 hp (45 kW)

Pull-type, semi-mount, offset: 40 hp (30 kW)

Weight (less attachments) Lift-type: 823 lb. (373 kg) Lift-type: 1,053 lb. (478 kg) Lift-type: 1,332 lb. (604 kg)

Lift-type: 1,670 lb. (758 kg)

Pull-type: 1,727 lb. (783 kg) 

Semi-mount: 1,552 lb. (704 kg) 

Semi-mount offset: 1,595 lb. (724 kg)

Lift-type: 1,948 lb. (884 kg)

Pull-type: 2,001 lb. (908 kg) 

Semi-mount: 1,848 lb. (838 kg) 

Semi-mount offset: 1,942 lb. (881 kg)

Tires
Lift-type (laminated)

15.5x3.75 in. (381x95.25 mm)

Lift-type (laminated)

15.5x3.75 in. (381x95.25 mm)

Lift-type (4-bolt, laminated):

15.5x3.75 in. (381x95.25 mm)

Lift-type (4-bolt, laminated): 15.5x5 in. (394x127 mm); Semi-mount (4-bolt, laminated): 15.5x5 in. (394x127 mm)

Pull-type (4-bolt, laminated): 21x5.25 in. (533x305 mm); (16PR severe-duty ag): 21x7x12 in. (533x178x305 mm)

(Specifications and design subject to change without notice.)
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HEAVY-DUTY ROTARY CUTTERS 

The HX Series — Double-Decker™  
strength, plus more heavy-duty features 

These are the cutters for tough farm and roadside jobs. They feature the  

John Deere patented Double-Decker design, plus more steel and stronger 

bearings than the MX models. There are four non-folding heavy-duty models, 

including the all-new HX6 and HX7, all are ready to cut tall grasses, tough 

stalks, brush and saplings up to 4 inches (HX6 and HX7) in diameter. 

The new HX6 and HX7 Rotary Cutters offer a number of key features of that 

are designed to give you clean, more consistent cutting. The deeper cutting 

chamber, for example, provides more lift to thoroughly cut and shred dense 

material. The fast blade-tip speed ensures clean cutting and fne shredding  

of even the toughest materials (HX6: 155 mph [250 km/h] and HX7: 183 mph 

[295 km/h]). The forward tip adjustment allows the cutter to be tilted forward 

slightly, so most of the cutting occurs in the front while the shredding action 

occurs toward the rear. This improves cutting performance and reduces the 

horsepower required to operate the rotary cutter. The tapered rear opening 

evenly spreads shredded material across the entire width of cut which reduces 

windrowing and leaves a uniform blanket of mulch. All this means that you get 

a clean, even cut. Every time.

Here are the model choices 

New HX6 — cuts 6 feet wide (1.8 m), for tractors 40 to 100 PTO hp†.

New HX7 — cuts 7 feet wide (2.1 m), for tractors 45 to 100 PTO hp†.

HX10 — multi-spindle, cuts 10 feet wide (3 m), for tractors 50 to 120 PTO hp†.

HX14 — multi-spindle, cuts 14 feet wide (4.3 m), for tractors 60 to 160 PTO hp†.

†Manufacturer’s estimate of power (ISO) per 97/68/ED.
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Chop stalks, clear brush,  
mow roadsides — the  
HX Rotary Cutter is ready
The HX Rotary Cutters take the patented Double-Decker™ design 

and add thicker steel, stronger bearings, and heavier drive 

components. That’s why these rotary cutters are ready to take  

on thicker brush, tougher stalks, and longer hours. 

Put these HX Rotary Cutters to work reclaiming overgrown 

pastures, mowing right-of-ways, and chopping heavy row-crop 

residue. With the exclusive Double-Decker design you are ready 

with great strength and better crop fow. The MaxFlow™ cutting 

chamber is free of obstructions because in the Double-Decker 

design, deck support members are sandwiched between the 

upper and lower decks. That means an unrestricted airfow, which 

translates into cleaner cutting and more uniform distribution of 

cut material. 

Put an HX Rotary Cutter to work and enjoy the great performance, 

the clean cut, and the good looking felds and roadsides. 

18

Rotary Cutters Heavy-Duty 

HX models feature the patented Double-Decker design, but with more 

strength (than MX models) for tougher cutting. Strong upper  

and lower decks form the rotary cutter frame. Internal  

stiffeners are sandwiched between the two decks,  

providing superior strength and better gearbox support. 



1  Front and rear safety chain shields are standard. They defect fying debris, yet let uncut material  

move easily into the cutter.

2  Since the lower deck absorbs dings from rocks and feld obstructions, the upper deck stays smooth —  

free of dents and dings that attract rust. The curved top of the cutter sheds water and crop material. 

3  The gearbox is mounted to a heavy-duty bowl support, which is continuously welded to the top and 

bottom decks. This design spreads the stresses and provides for a more reliable and durable gearbox.

4  The John Deere gearboxes are backed by a fve-year limited warranty±. (See dealer for details.) Blades and 

drive components are protected by a tough, self-adjusting slip clutch.

5  This is the MaxFlow cutting chamber. It can slice and dice brush, plus lift dense grasses for a clean, even 

cut. The underside of the bottom deck is smooth, improving cutting performance and material fow. 

6  Pan-type blade holder, or “stump jumper,” protects the gearbox  

output shaft from stumps, rocks, and other obstructions. 

19

Rotary Cutters Heavy-Duty 

2

4

1

3

6

± Usage limitations may apply. See Warranty for new John Deere Agricultural 

Products at your local dealer for details. Applies only to new John Deere 

Rotary Cutters.  Excludes Frontier-brand Rotary Cutters.

5
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Get the right hitch and 
tires for your mowing 
challenges. 
(1) The HX Cutters with the 3-point hitch offer better 

maneuverability to mow around obstacles and to back into 

corners. The HX10 and HX14 also give you a pull-type hitch 

option. (2) The pull-type hitch works well in felds with 

long rows and few obstacles. Plus, pull-type models work 

with tractors with no 3-point, or limited hitch lift capacity. 

(For example, the lift-type HX10 requires an 80 PTO 

horsepower† tractor, while the pull-type version requires 

just 50 PTO horsepower†.) (3) The iMatch™ quick-hitch 

system will speed  cutter hookup. Simply back up to the 

cutter and lift to connect the 3-point.
†Manufacturer’s estimate of power (ISO) per 97/68/ED.

Rotary Cutters Heavy-Duty 

1 2

3
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Rotary Cutters Heavy-Duty 

HX6 HX7 HX10 HX14
Cutting width 6 ft. (1.8 m) 7 ft. (2.1 m) 10 ft. 6 in. (3.2 m) 13 ft. 9 in. (4.2 m)

Cutting height Lift-type: 2 to 9 in. (51 to 229 mm) Integral: 2 to 9 in. (51 to 229 mm) 1 to 12 in. (25 to 305 mm) 1 to 12 in. (25 to 305 mm)

Overall width 6 ft. 5 in. (2 m) 7 ft. 5 in. (2.3 m) 11 ft. (3.4 m) 14 ft. 3 in. (4.3 m)

Overall length Lift-type: 8 ft. 11 in. (2.72 m) Integral: 9 ft. 11 in. (3.02 m)
Lift-type: 9 ft. (2.74 m)

Pull-type: 13 ft. 3 in. (4.03 m)

Lift-type: 9 ft. 9 in. (2.97 m)

Pull-type: 13 ft. 3 in. (4.03 m)

Body depth: 11.8 inches (300 mm) 11.8 inches (300 mm) 10.5 in. (267 mm) 10.5 in. (267 mm)

Deck thickness

0.26 in. (6.5 mm)

Lower deck: 0.14 in.(3.5 mm)

Upper deck: 0.12 in. (3.0 mm)

0.26 in. (6.5 mm)

Lower deck: 0.14 in.(3.5 mm)

Upper deck: 0.12 in. (3.0 mm)

0.28 in. (7 mm)

Upper deck: 0.14 in. (3.5 mm) 

Lower deck: 0.14 in. (3.5 mm)

0.28 in. (7 mm)

Upper deck: 0.14 in. (3.5 mm) 

Lower deck: 0.14 in. (3.5 mm)

Skirt thickness 0.24 in. (6 mm) 0.24 in. (6 mm) 0.24 in. (6 mm)  0.24 in. (6 mm)

Driveline protection Tractor to center gearcase: slip clutch Tractor to center gearcase: slip clutch
Tractor to center gearcase: Slip clutch

Center to outer gearcases: Shock-absorbing shafts

Tractor to center gearcase: Slip clutch

Center to outer gearcases: shaft with shearbolts clutch

Gearcase power rating
540 rpm: 150 hp continuous (110 kW)

540 rpm: 205 hp peak (151 kW)

540 rpm: 150 hp continuous (110 kW)

540 rpm: 205 hp peak (151 kW)

540 rpm center (continuous): 109 hp (81 kW) 

540 rpm center (peak): 138 hp (102 kW) 

540 rpm outer (continuous): 84 hp (63 kW) 

540 rpm outer (peak): 93 hp (69 kW)

1,000 rpm center (continuous): 113 hp (85 kW)

1,000 rpm center (peak): 199 hp (147 kW) 

1,000 rpm outer (continuous): 84 hp (63kW)

1,000 rpm outer (peak): 120 hp (88 kW)

Bladeholder Round pan (stump jumper) Round pan (stump jumper) Round pan (stump jumper) Round pan (stump jumper) or blade bar (double blade)

Blade (Standard) Suction, 0.5 x 4 in. (12.7 mm x 102 mm) Suction, 0.5 x 4 in. (12.7 mm x 102 mm) Suction, 0.5 x 4 in. (12.7 mm x 102 mm)
Suction, 0.5 x 4 in. (12.7 mm x 102 mm)

Dual, 0.5 x 4 in. (lower), 0.5 x 3 in. (upper)

Blade-tip speed 13,623 ft./min. (69.2 m/s) 540 rpm: 16,061 ft./min. (81.6 m/s) 540 rpm: 16,582 ft./min. (84 m/s) 1,000 rpm: 14,896 ft./min. (76 m/s)

Brush cutting capacity 4 in. (102 mm) diameter 4 in. (102 mm) diameter 3 in. (76 mm) diameter 3 in. (76 mm) diameter

Hitch category Lift-type: Cat. 2 or 3N Lift-type: Cat. 2 or 3N Lift-type: Cat. 2, 3, or 3N Lift-type: Cat. 2, 3, or 3N

Minimum tractor PTO power 40 hp (30 kW) 45 hp (34 kW)
Lift-type: 80 hp (60 kW)

Pull-type: 50 hp (37 kW)

Lift-type: 90 hp (67 kW)

Pull-type: 60 hp (45 kW)

Weight (less attachments) Lift-type: 1208 lb. (548 kg) Lift-type: 1378 lb. (625 kg)
Lift-type: 2,049 lb. (929 kg)

Pull-type: 2,321 lb. (1053 kg)

Lift-type 3,005 lb. (1363 kg)

Pull-type: 3,051 lb. (1384 kg)

Tires Lift-type (4-bolt, laminated) 

15.5x3.75 in. (381x95.26 mm)

Lift-type (4-bolt, laminated)

15.5x3.75 in. (381x95.26 mm)

Lift-type: (4-bolt, laminated):

15.5x5 in. (394x127 mm) 

Pull-type: (4-bolt, laminated) 

21x5.25x9 in (533x305 mm)

or

16PR severe-duty ag: 21x7x12 in. (533x178x305 mm)

Lift-type: (4-bolt, laminated): 

21x5.25 in. (533x305 mm) 

or 

(16PR severe-duty ag): 21x7x12 in. (533x178x305 mm) 

(Specifications and design subject to change without notice.)

All these HX Rotary Cutters are available with the durable 

laminate tire. The HX10 and HX14 pull type models come 

with severe-duty ag tires for improved fotation on soft 

ground, and smoother long-distance travel.

15.5x5 laminated (4-bolt): HX10 (lift-type)

21x7x12-16PR severe-duty ag tire (4-bolt): HX10 (pull-type), HX14, 

HX15, HX20

21x5.25x9 laminated (4-bolt): HX10 (pull-type), HX14, HX15

HX14 optional left and right side lights help illuminate the 

tractor and cutter during road transport.



22

Rotary Cutters Mid-Duty and Heavy-Duty Flex-Wing 

MX and HX Flex-Wing  
Rotary Cutters
These are the cutters for fast mowing in tough farm conditions. Like other MX 

and HX models, they feature the John Deere patented Double-Decker™ design — 

providing more strength and more lasting value. (See pages 13 and 19.) The wings 

foat to follow ground contours as you cut. You can get full cutting action up to  

45 degrees above, and 22 degrees below horizontal — great for hillsides and 

ditches. Plus these three models fold for narrow transport — just 9 ft. 2 in. (2.8 m) 

on the MX15 and HX15; and 11 ft. 2 in. (3.4 m) on the HX20.

With the MaxFlow™ cutting chamber, these fex-wing machines are ready for fast 

cutting. Thanks to the Double-Decker design, there are no frame members in  

the cutting chamber to disrupt material fow. You get a very smooth cut with  

even distribution. 

The MX15 cuts 15 feet (4.6 m) wide and is rated for brush up to 2 inches (5.1 cm) 

in diameter. The HX15 (15-foot [4.6 m] cut) and HX20 (20-foot [6.1 m] cut) can zip 

through stalks, weeds, and brush and saplings up to 3 inches (7.6 cm) in diameter. 

3

1
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4

5
6

1  Narrow profle hitches, 

and the CV drive, allow for 

tight turns

2  The hydraulically operated 

height adjustment 

system, with a swing-away 

parking stand, makes 

raising and lowering the 

cutter easy and safe.

3  Constant velocity (CV) 

drive shaft with locking 

collar is easier to hook up. 

It’s rated Category 5. 

4  John Deere gearbox is 

backed by a fve-year 

limited warranty±. (See 

dealer for details.) Blades 

and drive components are 

protected by a tough, 

adjustable slip clutch.

5  Wing hinges have a 

full-length, 1-inch diameter 

pivot pin. They are 

greaseable for long life. 

6  The HX models have 

spring-suspended wheel 

standards to smooth out 

rough terrain. 

Rotary Cutters Mid-Duty and Heavy-Duty Flex-Wing

2

± Usage limitations may apply. See 

Warranty for new John Deere 

Agricultural Products at your local 

dealer for details. Applies only to new 

John Deere Rotary Cutters. Excludes 

Frontier-brand Rotary Cutters.
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Rotary Cutters Commercial-Duty Flex Wing  

When heavy-duty  
just isn’t enough.
If you mow for a living, or put more than 300 hours on a cutter in a year, the CX15 

and CX20 commercial-duty rotary cutters are for you. Like other John Deere rotary 

cutters, these CX models feature the patented Double-Decker™ design. Upper and 

lower decks, with internal stiffeners, form the rotary cutter frame. This structural 

shape provides more strength — that’s especially true on these CX models which 

have thicker steel than any other cutter we make. You are ready to cut through 

stalks, weeds, and brush and saplings up to 4 inches in diameter.

The Double-Decker design also makes for better fow of cut material. Since there are 

no frame members in the cutting chamber to disrupt material fow, you get a smooth 

cut with even material distribution. 

The wings on the CX cutters give you full cutting action up to 45 degrees above, and 

22 degrees below horizontal — perfect for cutting ditches and 

hillsides. And when the job is fnished these cutters fold up to a 

transport width of 9 ft. 6 in. (2.9 m) on the CX15 and 11 ft. 2 in. (3.4 m) 

on the CX20.
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Rotary Cutters Commercial-Duty Flex Wing  
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Rotary Cutters Commercial-Duty Flex Wing  

All John Deere fex-wing rotary cutters come with severe-duty 

ag tires. They are puncture resistant, and provide good 

fotation in soft ground, as well as smooth transport. Also 

available Laminated tires for HX and CX 15' models.

26

avaiilable

CX Rotary cutters come standard with many features:

Optional dual blades on blade bar are available on the 

CX20 Cutter. (Also available for HX14, HX15 and HX20 

Cutters) They help thoroughly shred crop residue.

• Constant velocity (CV) drive shaft with locking collar is easy to  

hook up. Professional seals on the cross kits mean a lubrication  

interval up to 50 hours.

• Unique ball-type self-leveling hitch clevis reduces shock loads on the 

hitch pin and draw bar allowing a 20 degree rotation (40 degrees total).

• Narrow profle hitch, and the CV drive, allow for tight turns.

• Hydraulically operated height adjustment, with a swing-away parking 

stand and a jack stand, makes raising and lowering the cutter easy  

and safe.

• Wing hinges extend the full-length of each wing and are independently 

greaseable for long life.

• Exclusive air suspension provide a smooth ride over rough terrain.  

(A spring suspension with shock absorbers is also available for  

CX15 model.)

• Spring-loaded wing arms.

• Smooth, dome-shaped Double-Decker™ design sheds water and debris.

• Category 5 wing drivelines.

• Front safety chains are protected behind the frame.
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Rotary Cutters Commercial-Duty Flex Wing  

MX15 HX15 HX20 CX15 CX20
Cutting width 15 ft. (4.6 m) 15 ft. (4.6 m) 20 ft. (6.1 m) 15 ft. (4.6 m) 20 ft. (6.1 m)

Cutting height 3 to 14 in. (76.2 to 355.6 mm) 1 to 16 in. (25 to 406 mm) 1 to 16 in. (25 to 406 mm)  1 to 16 in. (25 to 406 mm) 1 to 16 in. (25 to 406 mm)

Overall width 15 ft. 3 in. (4.7 m) 15 ft. 3 in. (4.7 m) 20 ft. 6 in. (6.24 m) 15 ft. 3 in. (4.64 m) 20 ft. 6 in. (6.24 m)

Overall length 16 ft. 2 in. (4.9 m) 16 ft. 2 in. (4.9 m)  18 ft. 11 in. (5.76 m) 16 ft. 2 in. (4.9 m) 18 ft. 11 in. (5.8 m)

Transport width 9 ft. 2 in. (2.8 m) at wing wheels 9 ft. 2 in. (2.8 m) at wing wheels  11 ft. 2 in. (3.4 m) at wing wheels 9 ft. 2 in. (2.8 m) at wing wheels 11 ft. 2 in. (3.4 m) at wing wheels

Deck rings No  Available attachment for field conversion Available attachment for field conversion Standard Standard

Body depth: 10.5 in. (267 mm) 10.5 in. (267 mm) 10.5 in. (267 mm) 10.5 in. (267 mm)  10.5 in. (267 mm)

Deck thickness

0.26 in. (6.5 mm)

Upper deck: 0.12 in. (3 mm) 

Lower deck: 0.14 in. (3.5 mm)

0.26 in. (6.5 mm)

Upper deck: 0.12 in. (3 mm) 

Lower deck: 0.14 in. (3.5 mm)

0.26 in. (6.5 mm)

Upper deck: 0.12 in. (3 mm) 

Lower deck: 0.14 in. (3.5 mm)

0.32 in. (8 mm)

Upper deck:  0.14 in. (3.5 mm) 

Lower deck:  0.18 in. (4.5 mm)

0.28 in. (7 mm)

Upper deck:  0.14 in. (3.5 mm) 

Lower deck: 0.14 in. (3.5 mm)

Skirt thickness 0.25 in. (6.5 mm) 0.24 in. (6 mm) 0.24 in. (6 mm) 0.24 in. (6 mm)  0.24 in. (6 mm)

Driveline protection
Protection: No-seize self-adjusting slip clutch

Profile: multispline/star

Protection: slip clutch

Profile: multispline/star

Protection: No-seize self-adjusting slip clutch

Profile: multispline/star

Protection: No-seize self-adjusting slip clutch

Profile: multispline/star

Protection: No-seize self-adjusting slip clutch

Profile: multispline/star

Number of gearcases 4 4 4 4 4

Gearcase power rating

Transfer (continuous): 250 hp (186 kW)

Transfer (peak): 300 hp (224 kW) 

Center (continuous): 75 hp (55.1 kW) 

Center (peak):100 hp (75 kW) 

Outer (continuous): 75 hp (55.1 kW) 

Outer (peak): 100 hp (75 kW)

Transfer (continuous): 250 hp (186 kW)

Transfer (peak): 300 hp (224 kW) 

Center (continuous): 150 hp (111 kW) 

Center (peak): 210 hp (156 kW) 

Outer (continuous): 150 hp (111 kW) 

Outer (peak): 210 hp (156 kW)

Transfer (continuous): 250 hp (186 kW)

Transfer (peak): 300 hp (224 kW) 

Center (continuous): 150 hp (111 kW) 

Center (peak): 210 hp (156 kW) 

Outer (continuous): 150 hp (111 kW) 

Outer (peak): 210 hp (156 kW)

Transfer (continuous): 250 hp  (186 kW)

Transfer (peak): 300 hp (224 kW) 

Center (continuous): 160 hp (119 kW) 

Center (peak): 216 hp (159 kW) 

Outer (continuous): 160 hp (119 kW) 

Outer (peak): 216 hp (159 kW)

Transfer (continuous): 250 hp  (186 kW)

Transfer (peak): 300 hp (224 kW) 

Center (continuous): 160 hp (119 kW) 

Center (peak): 216 hp (159 kW) 

Outer (continuous): 160 hp (119 kW) 

Outer (peak): 216 hp (159 kW)

Bladeholder Round pan (stump jumper) 
Round pan (stump jumper)

or blade bar (double blade) 

Round pan (stump jumper) 

or blade bar (double blade)
Round pan (stump jumper)

Round pan (stump jumper) 

or blade bar (double blade)

Blade (standard)
Single suction, 0.5 x 4 in.(13x102mm)

Overlap: 6 in. (152 mm)

Stump jumper: 

Single Suction: 0.5x4 in.(12.7x101.6 mm) 

Blade bar: Dual blade, 0.5x4 in. (12.7x101.6mm)

overlap: 6 in. (152 mm)

Stump jumper:

Single suction: 0.5 x 4in (12.7x101.6 mm)

Blade bar -Dual blade: 0.5 x 4in (12.7x101.6 mm)

overlap: 6 in (152mm))

Stump jumper:

Single suction: 0.5 x 4in (12.7x101.6 mm)

Overlap: 6 in. (152 mm)

Stump jumper:

Single suction: 0.5 x 4in (12.7x101.6 mm)

Blade bar -Dual blade: 0.5 x 4in (12.7x101.6 mm)

overlap: 6 in (152mm))

Blade-tip speed 540 rpm: 17,281 ft./min. (87.8 m/s)
540 rpm: 15,586 ft./min. (79.2 m/s)

1,000 rpm: 15,837 ft./min. (80.5 m/s)

540 rpm: 16,087 ft./min. (81.7 m/s)

1,000 rpm: 15,346 ft./min. (83.0 m/s)

540 rpm: 15,586 ft./min. (79.2 m/s)

1,000 rpm: 15,837 ft./min. (80.5 m/s)
1,000 rpm: 15,346 ft./min. (83.0 m/s)

Brush cutting capacity 2 in. (50 mm) 3 in. (76 mm) 3 in. (76 mm) 4 in. (102 mm) 4 in. (102 mm)

Hitch category
Pull-type self-level hitch clevis with

22.5 in. (571.5 mm) narrow-profile width

Standard self-level hitch clevis with 

22.5 in. (572 mm) narrow-profile width

Standard self-level hitch clevis with 

22.5 in. (572 mm) narrow-profile width

Ball-type self-level hitch clevis with

22.5 in. (572 mm) narrow-profile width

Ball-type self-level hitch clevis with

22.5 in. (572 mm) narrow-profile width

Minimum tractor PTO power Pull-type: 50 hp (37.5 kW) 55 hp (41 kW) 75 hp (56 kW) 55 hp (41 kW) 75 hp (56 kW)

Weight (less attachments) Pull-type: 4,224 lb. (1916 kg)  5,250 lb. (2381 kg)  6,710 lb. (3044 kg) 5,650 lb. (2563 kg)  7,350 lb. (3334 kg)

Wing hydraulics

Wing lift: Standard, with 

spring-assist unfolding 

Wing flex: 90 degrees up, 22 degrees down

Wing lift: Simultaneous, with 

spring-assist unfolding 

Wing flex: 90 degrees up for transport, 22 degrees 

down and 45 degrees up working angles

Wing lift: Simultaneous, with 

spring-assist unfolding 

Wing flex: 90 degrees up for transport, 22 degrees 

down and 45 degrees up working angles

Wing lift: Simultaneous, with 

spring-assist unfolding 

Wing flex: 90 degrees up, 22 degrees down

Wing lift: Independent, with 

spring-assist unfolding

Wing flex: 90 degrees up, 22 degrees down

Wing levelling adjustment Easy-adjust turnbuckle with bearing Easy-adjust turnbuckle with bearing Easy-adjust turnbuckle with bearing Easy-adjust turnbuckle with bearing Easy-adjust turnbuckle with bearing

Wheels
Row-width adjustable

Suspension: Spring

Row-width adjustable

Suspension: Spring

Row-width adjustable 

Suspension: Air spring with shock absorbers on all 

wheels/spring suspension

Row-width adjustable

Suspension: Air spring with shock absorbers

on all wheel standards

Tires
Standard (4-bolt,16PR severe-duty ag): 

21x7x12in (533x178x305mm)

Standard (4-bolt, laminated): 

21x5.25x9in (533x305x229mm) 

Optional (4-bolt, 16PR sever-duty ag):

21x7x12in (533x178x305mm)

Standard (4-bolt,16PR severe-duty ag):

21x7x12in (533x178x305mm) 

Optional by part catalog (4-bolt, laminated) : 

21x5.25x9in (533x305x229mm) 

Standard (5-bolt, laminated): 

21x5.25x9in (533x305x229mm) 

Optional (5-bolt, 24PR severe-duty ag): 

26x9x14.5in (660x229x368mm)

Standard (5-bolt, 24PR severe-duty ag):

26x9x14.5in (660x229x368mm) 

Optional by part catalog (5-bolt, laminated):

21x5.25x9in (533x305x229mm) 

Exclusive Ground Control 

Suspension combines airsprings 

with shock absorbers for a 

smooth ride over rough terrain. 

Deck rings protect the 

underside of the cutter. When a 

blade hits an immovable object 

like a stump or large rock, the 

deck rings help to limit the 

upward defection of blades.

(Specifications and design subject to change without notice.)
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JohnDeere.com

Financing for the future of your operation.

U.S.A.: www.JohnDeereFinancial.com | Canada: www.JohnDeereFinancial.ca

You have plans for the future. Your multi-use account helps you prepare with an easy way to pay at your John Deere dealer. 

Plus, you have access to fexible payment options including deferred fnancing*. Get the technology you need to grow, 

including reporting, consulting, and more. Your dealer can help you plan for the future.

*Subject to John Deere Financial approval and dealer participation. See dealer for details. Program subject to change, without notice at any time. 


